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Test Case #: Ingest Restart 
Test Case Description
This test case demonstrates the ability of AWIPS to restart selected ingest processes via a GUI.  Any user can open the Ingest Restart GUI through Mozilla and restart AWIPS processes.

· Requirements:
· Not Applicable. 
· Data Input: 
· Not Applicable. 
· Prerequisite Conditions: 
· The user must perform this test case from the lx1-<site> workstation because the Ingest Restart GUI will only display on the center monitor of lx1-<site> workstation.

· Other users on the system under test should be notified before beginning this test.

	Step #
	Action / Inputs
	Expected Outputs
	Pass(P)/

Fail(F)

Pending (Pen)
	DR #, Name, Description for failed step 
	Special Needs / Comments

	1. 
	On workstation lx1, on the left monitor, open a terminal window.


	Terminal windows open. Note: user must be on the lx1 workstation.
	
	
	

	2. 
	In the lower left, open 3 more tabs (shells) in the window.  Then log into dx1, dx2, dx3, and dx4 respectively by typing:

· ssh dx#
· hb_stat

	Each shell is logged into a different server (where # is 1, 2, 3, or 4).  

The heartbeat Status Monitor shows the apps package for the servers and where they are running (which should be the server of the same name).
	
	
	

	3. 
	Open 2 more shells in the window, then log into px1 and px2 by typing:
· ssh px#
· hb_stat

	Each shell is logged into a different server (where # is 1 or 2).
	
	
	

	4. 
	In each terminal window, type:

· watch “ps –ef | grep awips | grep –v grep | sort +4”


	Note that the start time for each process is displayed, with the most recent at the bottom.
	
	
	

	5. 
	On workstation lx1, on the right monitor, open 2 more terminal windows.  Log both into px1f.


	Terminal windows open. 
	
	
	

	6. 
	On the right monitor, in the top window, display the RestartIngestStatus log by typing:

· watch “ls –ltr /data/logs/fxa/<yyyymmdd>/restartIngestStatus*”

	List of Ingest Restart log files and times is displayed.
	
	
	

	7. 
	On the right monitor, in the bottom window, watch for problems by typing:

· sh; while true; do hostname; grep –in prob /data/logs/fxa/< yyyymmdd>/restartIngestStatus*; date; sleep 30; done

	Dynamically check for problems noted in the Ingest Restart log.
	
	
	

	8. 
	On the center monitor, select the Mozilla icon.

	A Mozilla web browser opens on the workstation
	
	
	

	9. 
	In the URL text box, enter:

· http://px1f/monitor.html

	The AWIPS System Monitor summary web page opens.  
	
	
	

	10. 
	Scroll down to the bottom of the Ingest Processes pane in the web page, and click the ‘Restart...’ button.
	The AWIPS Data Ingest Restart GUI opens on lx1.
	
	
	

	11. 
	In the Data Ingest Restart GUI, select the Restart Text Storage/Retrieval radio button and press Go.

	A response window is opened.

	
	
	

	12. 
	Type a name and reason for the process restart in the response window, and select the OK button.  Then record the time that each Restart option was launched next to its entry in Table 1.

	The processes are restarted and log file output is displayed on the GUI.  When Done is displayed in blue, scroll up to look for errors.
	
	
	

	13. 
	Using Table 1, verify that the correct processes were restarted on the correct servers.  Click on each shell to see the processes for that box.
	Check the process start times – a current time indicates that the process has just been successfully restarted.  
Note: keep checking until all the expected processes are restarted.
	
	
	

	14. 
	In the Data Ingest Restart GUI, select Close.

	The Data Ingest Restart GUI closes.
	
	
	

	15. 
	Click the Back button in the Mozilla window.

	The Ingest Processes window is displayed again.
	
	
	

	16. 
	Repeat steps 10-15 on the Data Ingest System Restart GUI for different options (SBN Ingest, Safeseas, etc.).
	Use Table 1 to verify the restart processes.
Note: FFMP should be running on TBW4 but is currently not configured and has been waivered.
	
	
	

	17. 
	Close the Mozilla window by clicking File > Quit
	The window closes.
	
	
	

	18. 
	Stop all watches and close all terminal windows.
	This concludes the test case.
	
	
	


Table 1.  Ingest Restart Processes
	Restart
	Process
	Box
	TBW3
	TBDW
	TBDR
	TBW4

	Text
	/awips/fxa/bin/TextDB_Server -Read
	dx1
	 
	 
	 
	 

	Text
	/awips/fxa/bin/TextDB_Server -Write
	dx1
	 
	 
	 
	 

	Text
	/awips/fxa/bin/textNotificationServer
	dx1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER PDCservcontroller.config
	dx1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/PDCserver 
	dx1
	 
	 
	 
	 

	Msg Handling
	/awips/fxa/bin/MhsRequestServer
	dx1
	 
	 
	 
	 

	Msg Handling
	/awips/fxa/bin/MhsServer
	dx1
	 
	 
	 
	 

	Text
	/awips/fxa/bin/DataController COMMS_ROUTER TextDB2_Controller.config
	dx2
	 
	 
	 
	 

	Text
	/awips/fxa/bin/RadarTextDecoder 
	dx2
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER RadarController.config
	dx2
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/HandleGenericMsg
	dx2
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/RadarMsgHandler
	dx2
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/RadarServer
	dx2
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/RadarStorage
	dx2
	 
	 
	 
	 

	Ded. Radar
	/awips/fxa/bin/ORPGCommsMgr Kxxx (Pxxx)
	dx2
	 
	 
	 
	 

	Dial Radar
	/awips/fxa/bin/DialServer
	dx2
	 
	 
	 
	 

	Dial Radar
	/awips/fxa/bin/RMR_Server
	dx2
	 
	 
	 
	 

	Text
	/awips/fxa/bin/acqserver
	dx3
	
	
	
	

	Text
	/awips/fxa/bin/CollDBDecoder
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/DataController COMMS_ROUTER TextDB_Controller.config
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/DataController COMMS_ROUTER WarnDB_Controller.config
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/RedbookStorage
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/StdDBDecoder
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/WarnDBDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/acqserver 21600
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/AircraftDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/AscatDriver
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/binLightningDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*acars
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*goes
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*hdw
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*model
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*ncwf
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrDriver.*poes,quikscat
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/BufrMosDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/CommsRouter COMMS_ROUTER
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/CommsRouter GRID_ROUTER
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/ConvSIGMETDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER AscatDriverContr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER BufrDriverContr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER BufrMOScontr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER GFSdriverContr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SatelliteController.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SigwxDecoderContr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SSMIdriverContr.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER TextCont.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER TextCont2.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER TextCont3.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController GRID_ROUTER GribController.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController GRID_ROUTER GribImgController.config
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/gfsDriver
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/Grib2Decoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/GribDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/GribImgDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/MaritimeDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/MetarDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/profilerDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/RaobBufrDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/RedbookStorage
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/Satdecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/sigwxDecoder
	dx3
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/SSMIdriver
	dx3
	 
	 
	 
	 

	Text
	/awips/fxa/bin/NotifyTextProd COMMS_ROUTER /awips/GFESuite/Domain2/primary/data/acquire/notifyPattern.txt GFE
	dx4
	 
	 
	 
	 

	Text
	/awips/fxa/bin/NotifyTextProd COMMS_ROUTER /awips/GFESuite/Domain2/svcbu/data/acquire/notifyPattern.txt GFE
	dx4
	
	
	
	

	Text
	/awips/fxa/bin/NotifyTextProd COMMS_ROUTER /awips/GFESuite/primary/data/acquire/notifyPattern.txt GFE
	dx4
	 
	 
	 
	

	Text
	/awips/fxa/bin/NotifyTextProd COMMS_ROUTER /awips/GFESuite/svcbu/data/acquire/notifyPattern.txt GFE
	dx4
	 
	 
	 
	 

	Text
	/awips/fxa/bin/asyncScheduler
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER FFMPcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER FMcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER FSIcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SCANcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SNOWcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/DataController COMMS_ROUTER SRUcontroller.config
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/FFMPprocessor
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/FMprocessor
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/FSIprocessor 
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/SCANprocessor 
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/SNOWprocessor 
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/bin/SRUprocessor
	px1
	 
	 
	 
	 

	SBN Ingest
	/awips/fxa/fsi/bin/rssd
	px1
	 
	 
	 
	 

	SBN Ingest
	/bin/sh /awips/fxa/bin/runFogMonitor.bash
	px1
	 
	 
	 
	 

	SBN Ingest
	/bin/sh /awips/fxa/bin/runSNOW.bash
	px1
	 
	 
	 
	 

	asyncSched
	/awips/fxa/bin/asyncScheduler
	px1
	 
	 
	 
	 

	SafeSeas
	/awips/fxa/bin/DataController COMMS_ROUTER SScontroller.config
	px1
	 
	 
	 
	 

	SafeSeas
	/awips/fxa/bin/SFSfacServer
	px1
	 
	 
	 
	 

	SafeSeas
	/awips/fxa/bin/SSprocessor 
	px1
	 
	 
	 
	 

	SafeSeas
	/bin/sh /awips/fxa/bin/runSAFESEAS.bash
	px1
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