AWIPS Start-Up Menu
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	By
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1.
Test Description

This test case demonstrates the start-up menu initiated by by a right mouse click once the user logs on the AWIPS workstation.



2.
Setup Instructions/TIPS

	Step
	Setup Procedure

	1
	CAVE and EDEX have been installed and are up and running.

	2
	The proper localization has been performed.

	
	

	
	

	
	

	
	


3.
Test Case Category

This test case addressed Function Map item 3 in the MDM.

4.
Overall Status of Test Case


[Describe Status of test case in terms of Passed, Failed, Pending (data issues) or Suspended]


5.
testing history


[This section contains the Testing History of this test case]

	Date
	Test Name (SIT, etc.)
	Location
	Software Version
	Tester
	Status (Pass/Fail)

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


6.
References (Optional)

MDM

7.
Testing Procedure
	Step
	Procedure
	Expected Result
	P/F
	Comments/TTR #

	1
	Log on the AWIPS workstation.
	The user logs on the AWIPS workstation.
	
	

	2
	On the screen background, select Mouse Button (MB) 1.

Verify the application launcher menu appears.
	The application launcher menu appears.
	
	

	3
	Select each item in the application launcher and verify the application launches.
	Each select application launches.
	
	

	4
	For AWIPS I, the following applications were launched using MB1:

D2D (lx)/TextWS (xt)

AWIPS Start-up Menu >

   Start D2D

   Start GFE

   Start IFPS Service Backup GUI

   HWR Browser

   Local Storm Report GUI

   Hydro Apps

   Background WFO Apps

   Data Archiver

   Fog Monitor Apps

   SNOW Apps

   Test Mode Control Programs

   Start Chat Client

Mozilla

Xterm

Verify each of the above launches.

Note this menu can modified to tailor to a sites need. The above is the default. In AWIPS I, this was configurable in the application launcher config file.
	Each application launches.
	
	

	5
	End of test.
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


8.
Additional Comments/REmarks

[This section should contain details on data/products used as inputs, special circumstances that may have affected testing, and details of any attachments containing results.]
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