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1.
Test Description

This test case is designed to test the localization process. Each application (D2D, GFE, etc.) will be addressed by the respective development organization.



2.
Setup Instructions/TIPS

	Step
	Setup Procedure

	1
	All AWIPS II software (EDEX, CAVE, etc.) have been installed and are ingesting and display ready.

	2
	An AWIPS I is available for gleaning existing localization information.

	
	

	
	

	
	

	
	


3.
Test Case Category

Localization is critical for each site. The localization for each site may be customized and each localization is unique to each site. For example, the dedicated radar(s) for each site are unique. 

4.
Overall Status of Test Case


[Describe Status of test case in terms of Passed, Failed, Pending (data issues) or Suspended]


5.
testing history

	Date
	Test Name (SIT, etc.)
	Location
	Software Version
	Tester
	Status (Pass/Fail)

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


6.
References 

· https://collaborate.nws.noaa.gov/trac/siteconfig/wiki/LocalizationHowTo
· AWIPS 2 Localization Documentation (may be downloaded from above link: AWIPS2-localization-v4.zip)

· How to Localizae (may be downloaded from the above link: LocalizationHowTo.doc)

7.
Testing Procedure
[Consider testing such items as boundary conditions, invalid data inputs, and performance where applicable.]

	Step
	Procedure
	Expected Result
	P/F
	Comments/TTR #

	1
	Refer to the following web-site:

https://collaborate.nws.noaa.gov/trac/siteconfig/wiki/LocalizationHowTo

	The localization web-page is launched. On this page the user will find the instructions on how to localization EDEX and CAVE.
	
	

	2
	On the above link, select ReadMe. 
	The Read Me page loads.
	
	

	3
	On the Read Me page, the recommendations are outlined, including the following:

· Download the Raytheon Localization Page

· Follow the instructions in the Localization How To

· Check the Note Page for experiences other users had encountered during localization of CAVE

· Check the workaround pages for Known Problems
	Recommendations outlined on the Read Me page.
	
	

	4
	Determine which localization to perform.
	Localization determined.
	
	

	5
	Follow the instructions as outlined in the Localization How To document.

Verify that the correct localization results. In particular, verify the following:

Home Location and Centerpoint

Map Projections

Radar Menus

Upper Air

AVNFPS

GFE

EDEX


	The correct localization is created.
	
	

	6
	Verify each AWIPS II application has been localized properly (AVNFPS, SCAN, FFMP, etc.)
	All AWIPS II applications are localized correctly.
	
	

	7
	Compare the CAVE localization to the same localization on AWIPS I.
	The localizations are identical.
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


8.
Additional Comments/REmarks

[This section should contain details on data/products used as inputs, special circumstances that may have affected testing, and details of any attachments containing results.]
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