Test Case TO9_0023 – Regression test for TO8_0005


Revision History

Rev. No.
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By
Description of Changes

1
06/27/08
All
Initial version

2
11/20/08
All
TO9 Regression Test - TO8_0005

  1.
test case identifier 

TO9_0023 – previously TO8_0005

2.
Narrative
This test case compares the performance between AWIPSII TO6, TO8, and TO9. The GSD test case results from AWIPS II TO6 and TO8 are included as a resource for comparison. 

Caveat:  This test must be run on the same hardware as was done in TO6. 

3.
References (Optional)

4.
Features to be Tested
Elapsed times and actions are tested and compared between the three versions of AWIPS II. 

5.
Setup Instructions
Step
Setup Procedure
Result

1
Start CAVE
CAVE starts

6.
Acceptance Criteria
Step(s)
Criteria
Result

1
Procedures are successfully created and saved in CAVE.
Passed

2-6
Products successfully display and an elapsed time is recorded for each product(s).
Passed

7.
Testing Procedure
AWIPS II TO6, TO8, and TO9 Comparison Results 

This series of test cases will test the comparison between ADE 1.0 TO6, TO8, and TO9, with the exception of the Hydro Editor, Skew T and GFE.  The majority of the tests are performance related. Supplied static data is used for the comparison for AWIPSII ADE 1.0 TO6 GSD Test Case (not applicable for TO8 and TO9). The same products/data used for the AWIPSII TO6 GSD Test Case are used in TO8 and TO9, if available. The recorded time is based on 1 frame.

Step
Procedure
Expected Result
TO6 Actual Result
TO8 Actual Result
TO9 Actual Results

1
Create and save a procedure in CAVE by using at least 4 different products available from the main menu and Volume Browser. 
Procedures are created and saved in CAVE.
Test Passed
Loaded US States, US Rivers, and Observations first, then loaded Grid. Once the grid was loaded, there was an immediate slow response.
Sample products/data loaded on AWIPS ADE 1.0 TO6:

Loaded US States and US Rivers from Add Layer->Map Backgrounds. Loaded Grid-RH 2.0m and Observations from File->Volume Browser.
Test Passed

Procedure saved from File->Procedures->Save…on main menu.

Due to the reconfiguration of TO8 compared to TO6, the product/data availability and location for testing differs slightly. 

Sample products/data loaded from main menu: Maps->Lakes, Counties; Satellite->IR Window. 

Sample product/data loaded from Volume Browser:

NGM80 500mb Temperature.
Test Passed

Procedure saved from File->Procedures->Save as… from Main Menu. 

Due to the reconfiguration of TO9 compared to TO6, the product/data availability and location for testing differs slightly. 

Sample products/data loaded from main menu: Maps->Lakes, Counties; Satellite->IR Window. 

Sample products/data loaded from Volume Browser:  

NGM80 500mb Temperature.

2
Record the time it takes to load the saved procedures from Step 1. 
Saved procedures are displayed and the time is recorded.
Test Passed
Products loaded from main menu on CAVE…Add Layer->Map Backgrounds->US States, Satellite-> IR Window, Add Layer->Demos-> AVHRR Tiled Resource, Add Layer->Demos->Marine Warnings.
Time = 2.22 seconds
Procedure loaded from File->Load Bundle on the main menu.
Test Failed

Reason: Grid data did not load with saved procedure, noted "No Data Available".

Time = 1.36 seconds

(based on 1 frame as in TO6 Test Cases)

Procedure loaded from File->Procedures->Open…on the main menu. 
Test Passed

Time = 5.02 seconds

(based on 1 frame as in previous test cases)

Procedure loaded from File->Procedures->Open…on the main menu.

3
Time it takes to load All Tilts from the Local Radar menu.
All Tilts displays and the time is recorded.
Test Passed

Time = 1.70 seconds 

Sample products/data loaded on AWIPS ADE 1.0 TO6:

Copied and pasted the All Tilts script into the Run EDEX Script GUI located on the File menu.
Test Passed

Time =  0.83 seconds

(based on 1 frame as in TO6 Test Cases)

Sample products/data loaded from main menu: kftg->kftg 4 Bit->All Tilts Z/V.
Test Passed

Time = 2.40 seconds

(based on 1 frame as in previous test cases)

Sample products/data loaded from main menu: 

kftg->kftg 4 Bit->All Tilts Z/V.



4
Time it takes to load the IR and Visible Satellite products from the Satellite menu.  Record each one separately.
Satellite products display and the time is recorded for each product.
Test Passed

IR Window Time = 0.77 seconds

Visible Time = 0.88 seconds

Sample products/data loaded on AWIPS ADE 1.0 TO6:

Individually loaded the IR Window and Visible Satellite images from the Satellite menu.
Test Passed

IR Window Time =  0.79 seconds

Visible Time = 3.15 seconds

(based on 1 frame as in TO6 Test Cases)

Sample products/data loaded from main menu: Satellite->IR Window, Satellite->Visible.
Test Passed

IR Window Time = 1.49 seconds

Visible Time = 5.68 seconds

(based on 1 frame as in previous test cases)

Sample products/data loaded from main menu: 

Satellite->IR Window; Satellite->Visible.

5
Time it takes to load Model, Satellite, Radar and ASCII products from the Volume Browser.  
Each product displays and the time is recorded for each.
Test Passed

Model Time = 2.79 seconds

Observations (ASCII) Time = 3.14 seconds

Radar Time = 0.99 seconds

Satellite Time = 1.16 seconds

Sample products/data loaded on AWIPS ADE 1.0 TO6:

Individually loaded Grid 2.0m RH, IR Window Satellite, ASCII, and Radar 0.5 Refl data from the File->Volume Browser GUI.
Test Failed

Reason: ASCII data did not load, noted "No plot data available".

Model Time - NGM80 500mb Temperature =  0.82 seconds

Satellite Time - IR Window = 0.70 seconds

Radar Time - 0.5 4 bit Refl = 0.55 seconds

(based on 1 frame as in TO6 Test Cases)

Sample products/data loaded from main menu: Satellite->IR Window, kftg->kftg 4 Bit->kftg Reflectivity->0.5 Refl.

Sample product/data loaded from Volume Browser:

NGM80 500mb Temperature.
Test Passed

ASCII (Obs) Time = 5.36 seconds

Model Time = 1.07 seconds

Satellite Time = 1.18 seconds

Radar Time = 1.57 seconds

(based on 1 frame as in previous test cases)

Sample products/data loaded from main menu: 

Obs->Surface plot; Satellite->IR Window; kftg->kftg 4 Bit->kftg Reflectivity->0.5 Refl. 

Sample products/data loaded from the Volume Browser:

NGM80 500mb Temperature.

6
Time it takes to overlay Model, Satellite, Radar and ASCII data from the Volume Browser.  Try as a procedure. 
Procedure displays and time is recorded.
Test Passed

Total time for all 4 to display - 44.34 seconds.

Timing is based on manually selecting each product from the VB one at a time.

Timing is from the start of the Satellite East Conus IR Window, when I hit the OK button, till the Grid Temperature 2.0m loaded

Loaded them in the following order: 

Satellite

Observations

Radar

Grid 

Sample products/data loaded on AWIPS ADE 1.0 TO6:

Individually loaded 2.0m Temperature Grid, IR Window Satellite, ASCII, and Radar 0.5 Refl data from the File->Volume Browser GUI.
Test Failed

Reason: ASCII data did not load, noted "No plot data available".

As Procedure with Model, Satellite, and Radar - Time = 4.23 seconds

Overlaid Time for Model, Satellite, and Radar = 15 seconds 

Note: Overlaid Time reflects loading Satellite->Visible first and continuous until NGM80 500mb Temperature loads from the Volume Browser.

 (based on 1 frame as in TO6 Test Cases)

Sample products/data loaded from main menu: Satellite->Visible, kftg->kftg 4 Bit->kftg Reflectivity->0.5 Refl.

Sample product/data loaded from Volume Browser:

NGM80 500mb Temperature.
Test Passed

Procedure Time = 6.60 seconds

Overlaid Time = 22.50 seconds (this is a continuous timing from 1st click on Satellite menu to last click on "Load" in the Volume Browser)

(based on 1 frame as in previous test cases)

Sample products/data loaded from main menu: 

Obs->Surface Plot; Satellite->Visible; kftg->kftg 4 Bit->kftg Reflectivity->0.5 Refl. 

Sample products/data loaded from the Volume Browser:

NGM80 500mb Temperature. 
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